








e Floor Load: 200 pounds per square foot minimum Cuniform with full-support foundation).
e Roof Live and Impact Load: 300 PSF (maximum).
e Wind Speed: 155 mph.

Protection
o Powder coat finish. Meets GR487 Telcordia mechanical and environmental standards for telecom
cabinets.

e Protects against rain, sleet, snow, splashing water and damage from external ice formation.
e Optional exterior finishes including brick, stone and exposed aggregate are available upon request.
e Base includes steel cover plates front and back to accommodate cabling.
e Fork lift tubes on front and back.
Lifting
The XTE 801 Series Walk-In-Cabinet (WIC) is equipped with one lifting lug at the top of each corner that allow it

to be lifted and lowered into position. The base is also equipped with fork lift pockets that allow the use of a
forklift to offload and lower to the mounting base at the site.

Insulation
e Floor: R-13 fiberglass batt in floor cavities.

e Walls: R-13 fiberglass batt with vapor barrier in wall cavities.
e Roof: R-13 fiberglass batt with vapor barrier in cavities between ceiling and roof.

Radiant Barrier Roof

e Roof: 12 gauge galvanized, seams will be taped and rubberized roof coating applied (Garna-White) after
powder coating.

e Garna-White is a high-solids, high-tensile, heat-resistant, single component water-borne liquid applied
acrylic elastomeric coating.

e A conservative life span is 10 years.

e [finspection reveals that the coating has started to fade or check after that time, another application will
restore the membrane performance.

e Arecoat may be indicated after 12 to 15 years in outdoor service.
e Garna-White can be brush, roller or spray applied at 1.5 gallons per 100 square feet for desired results.

e Garna-White is available to certified contractors and installers, and not through supplier retail channels
(reference www.roofrmi.com).

e Roof Trusses: four (4) trusses design — 12 gauge galvanized - powder coat finish.
e Integrated with 1/4" steel lifting brackets at the top.

e Center pitched for water run-off.
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Interior Finish

Walls and Ceiling: White-textured Melamine panels over 3/4" gypsum board (1-hour fire-rated).

Access Doors and Hardware

Type: 18 gauge galvanized steel commercial grade insulated door.

Size: 36" x 84" outward opening.

Frame: 16 gauge galvanized steel frame.

Door Lock: KABA Simplex L1000 Series, Model 1021B, Mechanical w/Best core.
Hinges: (3) stainless steel with non-removable pin (per door).

Weather Strip: adjustable brush weather seal.

Threshold: stainless steel with brush sweep.

Pick Plate: stainless steel latch guard.

Door Holder: positive engagement latch with rubber bumper stop.

Closer: adjustable-hydraulic.

Drip Cap: 6" aluminum drip cap above doorway.

Door Lock Set

See Figure 3.

Figure 3: Door Lock Set

Convenience Outlet

The WIC is equipped with two 20 A convenience outlets on the interior front wall and one 20 A GFCl on the
exterior PTLC.
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Ground Bar

The WIC contains one (1) 24-position galvanized steel ground bar mounted to the outside of both the right and
left sides of the base assembly and one (1) 1/4” x 4” copper MGB located on the interior. The all-metal structure
of the WIC is bonded together using the PANI method for grounding.

Door Intrusion Switch

See Figure 4.

Figure 4: Door Intrusion Switch (view from the inside)

Alarms

e The XTE 801 Series Walk-In-Cabinet (WIC) is equipped with intrusion, HVAC, various commercial AC
power and DC power alarms.

e Analarm block is provided on the Telco Board inside the equipment chamber for alarm connections.
e Analarm pinout is specified in the schematic drawings shipped with the WIC.

e The intrusion alarm triggers whenever the door is opened. It can be disabled by pulling the alarm
plunger completely forward.

Light Switch
Located to the right of the door as you enter and switches the four (4) ceiling mounted LED lights.

Rack Sizes
Accommodates both 19" and 23" width equipment racks with EIA hole spacing.
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